| ® INSTALL 27 FOOT STEEL POLE CUT AND CAPPED TO 21 FT.

,;"' INSTALL 10 FOOT BREAKAWAY PE.ESTAL POLE (PAINTED BLACK) WITH
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“Ex. AW

CONSTRUCTION NOTES. o | 1

_ _ (PAINTED BLACK)
WITH 38 FOOT MAST ARM (PAINTED BLACK), LED BLACK FACED SIGNAL
HEADS. 16" LED BLACK FACED COUNTDOWN PEDESTRIAN SIGNAL HEADS,

* VIDEQ DETECTION CAMERA AND NEMA PHASE 5 STRETCH POLE MOUNTED
CABINET AND CONTROLLER. (NOTE: TWO 3 INCH PVC 90 DEGREE CONDUIT
BEND AND ONE 2 INCH 90 DEGREE CONDUIT BEND).

§ (B INSTALL SERVICE PEDESTAL.

| © INSTALL 27 FOOT STEEL POLE (PAINTED BLACK) WITH 38 FODT MAST ARM

{PAINTED BLACK)» LED BLACK FACED SIGNAL HEADS, 16" LED BLACK FACED
COUNTDOWN PEDESTRIAN SIGNAL HEADS. 10 FOOT STREET LIGHTING ARM
(PAINTED BLACK) WITH 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE
(ﬂﬁ?ﬁ’ ﬁﬁE 3 INCH PVC 90 DEGREE CONDUIT BEND).

PUSH BUTTONS AND R10-4(1) SIGNS, 16" LED BLACK FACED COUNT
ﬁﬁﬂ& SIGNAL HEADS. {NGTE BNE 3 IN. PVC S0 BEGREE CONDWIT BEND).

| © xxSTALL ELECTRICAL HAND HOLE.
! ® INSTALL 3 INCH SCHEDULE 80 PﬁCVCﬁN&ﬁiT - TRENCHED.
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@ INSTALL GROUND MOUNTED SIGN.

(CROSS WALK). @4

@ INSTALL 4 IN SCHEDULE 80 PVC CONDUIT ~ TRENCHED. i
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NOTE:
PHASES ASSOCIATED BY A DASHED LINE WILL DPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.|

(® ABANDON EXISTING CONDUIT.
_ 2
(© REMOVE EXISTING ELECTRICAL HAND HOLE.
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) REMOVE EXISTING SIGNAL POLE. SIGNAL HEADS AND '
EQUIPMENT. REMBVE EXISTING FOUNDATION TO A
MINIMUM OF TWO FEET BELOW FINISHED GRADE.
VIDEQ DETECTION ZONE. L
D

“(® INSTALL 2" STUB. 1 FOOT OUT FROM BASE OF POLE FOR | !

POWER FEED ON EXISTING POWER POLE.
@ INSTALL 6’ x 6' LOOP DETECTOR
® REMOVE EXISTING LOOP DETECTOR

(© EXISTING HANDHOLE TO REMAIN

@ INSTALL 10 FT. PEDESTAL POLE (PAINTED BLACK) CUT AND
CAPPED TO AT LEAST 5 FT. WITH PUSH BUTTON AND R10-4(1)
SIGN (NOTE: ONE 3 INCH PVC 90 DEGREE CONDUIT BEND).

@ EXISTING CONDUIT TO REMAIN.

@ INSTALL 2 INCH SCHEDULE 80 PVC CONDUIT - TRENCHED
CAP AND MARK CONDUIT 2 FEET ABOVE GRADE AT UTILTY
POLE FOR USE BY VERIZON FORCES-

® INS‘TALL 1 INCH ELECTRICAL CONDUIT GALVANIZED SLEEVE
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. PAVEMENT MARKINGS ARE NOT T0 BE INSTALLED UNTIL LOOP DETECTORS

. PAVEMENT MARKING DETAILS ARE PROPOSED AND SHALL BE INSTALLED

. STREET NAMES AND ROUTE MARKER SIGNS ARE TO BE INSTALLED

SO THAT THE CONFLICT MAY BE RESOLVED.

. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A
PERSON IN A WHEELCHAIR FROM A 60“X 60" LEVEL LANDING AREA. A LEVEL §

GENERAL NOTES

AND CONDUIT INSTALLATION ARE COMPLETE.

THE CONTRACTOR SHALL CONFIRM GEOMETRICS PRIOR TO THE
INSTALLATIUN OF THE SIGNAL EQUIPMENT.

Aﬁﬁ FIG. 4£ 2 ANE THEiﬁCHRP ?ﬂELiGﬁ¥iBﬁ;'"§€€ESS&5££ E X
PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE”. IF NOT ﬁE?s t 3
THE CONTRACTOR IS TO STOP WORK ON PUSHBUTTON |
LOCATIONS UNTIL A DESIGN WAIVER IS OBTAINED. ﬁ*‘“ﬁﬁf
BY THE DIRECTOR. OFFICE OF TRAFFIC AND S&?£T¥. |

10. PUSHBUTTONS ARE TO BE LOCATED SO THAT A PEB£S?R££% ma 4
WHEELCHAIR LOCATED 0 aw THE LEVEL LANDING %ﬁﬁﬁ'fﬁar.ﬁ,¥ E 3
(HAVE TO REACH WORE THAN 18 iN. o

11, THE 10" SEPARATION BETQEEN PBSHBBTTBﬂS IS 19 SE MEASURE
 FROM FACE OF PUSHBUTTON TD Fﬁﬁﬁ oF PﬁSﬁBE¥?ﬁﬁ@ not
- CENTER T0 CENTER OF POLE.

12. PUSHBUTTON ARROWS ARE 10 BE Qéﬁﬁitﬁt TO THE CROSSING
FOR WHICH THEY ARE INTENDED.

BY THE CONTRACTOR IN ACCORDANCE WITH S.H.A. STANDARDS.
SEE PAVEMENT MARKING SHEET FOR ADDITIONAL STRIPING.

PARALLEL TO THE ROADWAY FOR WHICH THEY APPLY.

ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED TO AT THE FINAL
SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST ROADWAY
PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED
IN MD 816,03, MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY
ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.

. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
SCHEMATIC AND MAY NOT BE COMPLETE.

THE CONTRACTOR SHALL NOTIFY
MISS UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY
BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A
CONFLICT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR.
THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY

LANDING AREA IS AN AREA WITH A CROSS SLOPE BF LESS THAN-QR EQUAL
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